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R STAHL HMI SYSTEMS GMBH E482740

Adolf-Grimme Allee 8

50829 Koeln, GERMANY

Explosion-proof housing with cameras, for use in Ex db IIB T6 or T5 Gb and Ex tb IIIC T85°C or T100°C Db, Model(s) EC-

910-AFZ Series

Flameproof Pan and Tilt CCTV cameras, for use in Ex db IIC T6 Gb X and Ex tb IIIC T85°C Db X, "EC-940-DUA Series",

Model(s) EC-940-DUA- Series, followed by 3P, 2P, 3N or 2N; followed by A; followed by 35,25,19,13 or 09; followed by 16,32,33

or 64; followed by W, followed by 2; followed by 0, X, F, G or Z, followed by H or blank, followed by any alphanumeric

characters or blank.

Flameproof Pan and Tilt CCTV cameras, for use in Ex db IIC T6 Gb X and Ex tb IIIC T85°C Db X, "EC-940-PTZ Series",

Model(s) EC-940-PTZ- Series, followed by HD, HF; followed by I; followed by W; followed by 2; followed B or blank; followed by

any alphanumeric characters or blank.

Flameproof Pan and Tilt CCTV cameras, for use in Ex db IIC T6 Gb X and Ex tb IIIC T85°C Db X, "EC-940-PTZ-A Series",

Model(s) EC-940-PTZ-A Series followed by 3P, 2P, 3N, or 2N; followed by W; followed by 2; followed by 0, X, F, G, or Z; followed

by any alphanumeric characters.

Flameproof Pan and Tilt CCTV cameras, for use in Ex db IIC T6"T1 Gb X and Ex tb IIIC T85°C"T450°C Db X, "EC-84

Series", Model(s) EC-84 followed by one alphanumeric character other than 0; followed by V1, V2, V3; followed by four

alphanumeric character; followed by two alphanumeric character; followed by Y0, Y1; followed by four alphanumeric character.

Flameproof Pan and Tilt CCTV cameras, for use in Ex db IIC T6"T1 Gb X and Ex tb IIIC T85°C"T450°C Db X, "EC-94

Series", Model(s) EC-94 followed by one alphanumeric character other than 0; followed by V1, V2, V3; followed by three

alphanumeric character; followed by two alphanumeric character; followed by four alphanumeric character.

Flameproof Pan and Tilt CCTV cameras, for use in Ex db IIC T6"T1 Gb X and Ex tb IIIC T85°C"T450°C Db X, "EC-98

Series", Model(s) EC-98 followed by one alphanumeric character; followed by V1, V2, V3; followed by three alphanumeric

character; followed by four alphanumeric character; followed by two alphanumeric character; followed by Y0, Y1; followed by

two alphanumeric character.
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Der Umstand, dass der Name oder das Produkt eines Unternehmens in dieser Datenbank aufgeführt ist, garantiert nicht, dass

die Herstellung der jeweiligen Produkte dem Follow-Up-Service von UL unterliegt. Nur Produkte mit UL-Zeichen gelten als

zertifiziert und sind vom Follow-Up-Service von UL abgedeckt. Prüfen Sie daher stets, ob ein Produkt das UL-Zeichen trägt.

UL gestattet die Weiterverwendung der im Online-Zertifizierungsverzeichnis enthaltenen Materialien unter den folgenden

Bedingungen: 1. Alle Anleitungen, Baugruppen, Konstruktionen, Designs, Systeme und/oder Zertifizierungen (Dateien) müssen

vollständig und auf nicht irreführende Weise ohne Manipulation der Daten (oder Zeichnungen) dargestellt werden. 2. Bei



Weiterverwendung von Materialien muss der Vermerk „Aus dem Online-Zertifizierungsverzeichnis mit Genehmigung von UL

nachgedruckt“ stets mit angegeben werden. Darüber hinaus muss das nachgedruckte Material einen Urheberrechtsvermerk in

folgendem Format enthalten: "© 2020 UL LLC"


