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UNLESS OTHERWISE SPECIFIED:

DIMENSIONS ARE IN MILLIMETERS [inches]

TOLERANCES: DIN ISO 2768 mK

or depending on the order
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30601005 Rev00 E-Mx9A STD Main Assembly

MATERIAL / FINISH:
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ORCA 22" Panelmount Device with E-Box STD

Wall cutout
Thickness of wall: 1,5 - 12 mm

(1:10) Earth connection
Drive: TX20

1x M4 for

max. 4 Nm

Tightening torque: 3,5 +0,5/-0 Nm
Drive: TX20
mounting frame
26x M4 for 

Tightening torque: 3,5 +0,5/-0 Nm
Drive: TX20
terminal lid
6x M4 screw for 

Tightening torque: 

1x M4 for
Earth connection
Drive: TX20
Tightening torque: 
max. 4 Nm
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1x M16x1,5 Cable gland
Cable diamater range: 5 - 10 mm
Tightening torque: 5 Nm 
Width across flats (AF): 20 mm

Width across flats (AF): 19 mm and 17 mm

1x M16x1,5 Cable gland
Cable diamater range: 4 - 8 mm
Tightening torque:  6 Nm 

Width across flats (AF): 22 mm
Tightening torque: 8 Nm
M20x1,5 Blindplug M16x1,5 Blindplug

Tightening torque: 6 Nm
Width across flats (AF): 19 mm

1x M20x1,5 Cable gland
Cable diamater range: 6 - 12 mm
Tightening torque: 8 Nm 
Width across flats (AF): 22 mm


