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Selection Table
Version Dimensions [mm] Art. no. Weight

Maß d L SW Type kg
Stopping plug 
Series PLG, 
with male union, 
galvanized steel

00688E00

03555E00

NPT ½   ̎ 20 10 PLG1 108408 0.034
NPT ¾   ̎ 20 14 PLG2 108410 0.054
NPT 1  ̎ 26 19 PLG3 108411 0.124

Stopping plug 
Series PLG, 
with male union, 
aluminium 

00688E00

03555E00

NPT 1 ½  ̎ 26 30 PLG5 108412 0.063
NPT 2  ̎ 29 36 PLG6 108413 0.109
NPT 2 ½  ̎ 30 53 PLG7 108414 0.169
NPT 3  ̎ 30 65 PLG8 108415 0.242

Explosion Protection
Europe (ATEX)

Gas CESI 02 ATEX 049
E II 2 G Ex d IIC / Ex e II

Certifications and certificates
Certificates ATEX, Kazakhstan (TR), Russia (TR), Belarus (TR)

Technical Data
Ambient conditions

Ambient temperature -40 ... +60 °C
Mechanical data

Material galvanized steel or aluminium (copper-free)

We reserve the right to make alterations to the technical data, dimensions, weights, designs and products available without notice. 
The illustrations cannot be considered binding.

WebCode PLGA


