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Selection Table
Version Nominal 

diameter
Dimensions [mm] Type Art. no. Weight

B a b A kg
Pull box (open elbow) 
Series LBH, 
with 2 x female union

00697E00

06451E00

NPT ¾" 95 132 45 165 LBH2 108354 0.404
NPT 1" 112 132 60 168 LBH3 108355 0.455
NPT 1 ½" 132 220 83 265 LBH5 108356 1.142
NPT 2" 132 220 80 265 LBH6 108357 1.124
NPT 2 ½" 250 267 140 363 LBH7 108358 3.659
NPT 3" 250 267 140 363 LBH8 108359 3.171

Explosion Protection
Europe (ATEX)

Gas CESI 03 ATEX 141 U
E II 2 G Ex d IIB

Certifications and certificates
Certificates ATEX, Kazakhstan (TR), Russia (TR), Belarus (TR)

Technical Data
Mechanical data

Material aluminium (copper-free)

Dimensional Drawings (All Dimensions in mm ) - Subject to Alterations

03564E00

   

We reserve the right to make alterations to the technical data, dimensions, weights, designs and products available without notice. 
The illustrations cannot be considered binding.
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Type Dimensions
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R 
[mm]

LBH2 NPT 3/4“ 165 95 45 132 70 21
LBH3 NPT 1“ 168 112 60 132 70 30
LBH5 NPT 11/2“ 265 132 83 220 110 70
LBH6 NPT 2“ 265 132 80 220 110 70
LBH7 NPT 21/2“ 363 250 140 267 136 96
LBH8 NPT 3“ 363 250 140 267 136 96

WebCode LBHA


