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Maximum power dissipation 
 
Aluminium enclosure painted outside – free standing 
  

Max. ambient 
temperature 

+40 °C +50 °C +60 °C 

Temperature class T6 T5 T4 T6 T5 T4 T6 T5 T4 

Maximum surface 
temperature *1 

T80 °C T95 °C T130 °C T80 °C T95 °C T130 °C T80 °C T95 °C T130 °C 

 

Type Use *2 Maximum power dissipation [W] 

8264/*114-3 H/V 133 194 407 96 152 327 62 114 267 

8264/*214-3 H 155 218 360 114 175 327 75 135 283 

8264/*214-3 V 161 226 373 118 182 339 78 140 294 

8264/*215-3 H 183 257 424 134 207 386 89 159 335 

8264/*215-3 V 190 267 441 140 215 401 92 165 348 

8264/*224-3 H/V 207 291 481 152 235 437 101 180 379 

8264/*225-3 H/V 242 340 560 178 274 510 117 210 443 

8264/*324-3 H 252 355 583 185 285 532 122 219 461 

8264/*324-3 V 258 362 595 189 292 543 125 224 471 

8264/*325-3 H 300 420 680 221 339 623 146 261 544 

8264/*325-3 V 303 425 691 223 343 632 148 264 550 

8264/*334-3 H/V 296 418 652 216 335 613 142 256 546 

8264/*335-3 H/V 340 480 749 248 385 705 163 294 627 

8264/*934-3 H 402 568 886 294 455 833 193 348 742 

8264/*934-3 V 412 583 910 301 467 856 198 357 761 

8264/*935-3 H 511 733 1369 374 582 1164 243 441 980 

8264/*935-3 V 489 699 1283 358 557 1098 234 423 929 

8264/*994-3 H/V 525 767 1223 377 600 1140 242 447 1001 

8264/*995-3 H/V 597 860 1378 433 679 1278 280 511 1123 

8264/*996-3 H/V 721 1038 1666 522 821 1544 337 617 1356 

8264/*997-3 H/V 735 1058 1698 532 837 1573 344 629 1381 

8264/*998-3 H/V 818 1177 1889 592 931 1750 382 700 1537 

8264/*999-3 H/V 902 1336 2413 650 1038 2394 418 773 1884 
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Aluminium enclosure painted outside – wall-mounted 
 

Max. ambient 
temperature 

+40 °C +50 °C +60 °C 

Temperature class T6 T5 T4 T6 T5 T4 T6 T5 T4 

Maximum surface 
temperature *1 

T80 °C T95 °C T130 °C T80 °C T95 °C T130 °C T80 °C T95 °C T130 °C 

 

Type Use *2 Maximum power dissipation [W] 

8264/*114-3 H/V 112 165 373 81 129 286 52 96 230 

8264/*214-3 H 135 194 375 98 154 314 64 116 262 

8264/*214-3 V 140 202 388 102 159 326 66 120 272 

8264/*215-3 H 159 230 442 116 182 371 75 137 310 

8264/*215-3 V 165 238 459 120 189 385 78 142 322 

8264/*224-3 H/V 180 260 501 131 206 421 85 155 351 

8264/*225-3 H/V 211 304 583 153 240 491 99 181 410 

8264/*324-3 H 219 317 607 160 250 511 104 189 427 

8264/*324-3 V 224 323 620 163 256 522 106 193 436 

8264/*325-3 H 261 375 708 191 298 600 124 225 503 

8264/*325-3 V 264 379 720 192 301 608 125 227 510 

8264/*334-3 H/V 257 373 679 186 294 590 121 221 505 

8264/*335-3 H/V 295 429 781 214 338 678 139 254 581 

8264/*934-3 H 349 507 923 253 399 801 164 300 687 

8264/*934-3 V 358 521 948 260 410 823 168 308 705 

8264/*935-3 H 421 594 1047 310 477 909 203 365 779 

8264/*935-3 V 425 623 1336 308 488 1061 199 365 862 

8264/*994-3 H/V 482 697 1274 349 551 1096 226 414 927 

8264/*995-3 H/V 547 782 1436 401 623 1229 262 473 1040 

8264/*996-3 H/V 661 944 1735 484 753 1484 315 572 1255 

8264/*997-3 H/V 674 962 1768 493 767 1513 321 583 1279 

8264/*998-3 H/V 750 1070 1967 548 854 1683 357 648 1423 

8264/*999-3 H/V 831 1213 2513 602 953 2035 389 715 1666 
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Aluminium enclosure unpainted – free standing 
 

Max. ambient 
temperature 

+40 °C +50 °C +60 °C 

Temperature class T6 T5 T4 T6 T5 T4 T6 T5 T4 

Maximum surface 
temperature *1 

T80 °C T95 °C T130 °C T80 °C T95 °C T130 °C T80 °C T95 °C T130 °C 

 

Type Use *2 Maximum power dissipation [W] 

8264/*114-3 H/V 79 112 196 58 90 174 38 68 149 

8264/*214-3 H 91 126 173 68 103 173 46 81 159 

8264/*214-3 V 95 131 179 71 107 179 47 84 164 

8264/*215-3 H 108 149 204 81 122 204 54 95 187 

8264/*215-3 V 112 155 212 84 127 212 56 99 195 

8264/*224-3 H/V 122 169 231 91 139 232 61 108 212 

8264/*225-3 H/V 143 197 269 107 162 271 72 126 248 

8264/*324-3 H 149 206 280 111 168 282 75 132 258 

8264/*324-3 V 152 210 286 114 172 288 76 134 264 

8264/*325-3 H 187 257 390 139 210 366 92 163 325 

8264/*325-3 V 186 256 389 138 209 365 92 163 324 

8264/*334-3 H/V 171 242 378 125 194 356 83 149 317 

8264/*335-3 H/V 197 279 435 144 223 409 95 171 364 

8264/*934-3 H 233 329 514 170 264 483 112 202 430 

8264/*934-3 V 239 338 528 175 271 496 115 207 442 

8264/*935-3 H 318 453 828 233 362 709 152 275 601 

8264/*935-3 V 283 390 590 211 319 552 140 247 492 

8264/*994-3 H/V 305 445 709 219 348 661 140 259 581 

8264/*995-3 H/V 346 499 800 251 394 741 162 296 651 

8264/*996-3 H/V 418 602 966 303 476 895 196 358 786 

8264/*997-3 H/V 426 614 985 309 485 912 199 365 801 

8264/*998-3 H/V 474 683 1095 344 540 1015 222 406 891 

8264/*999-3 H/V 523 775 1399 377 602 1389 242 448 1093 
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Aluminium enclosure unpainted – wall-mounted 
 

Max. ambient 
temperature 

+40 °C +50 °C +60 °C 

Temperature class T6 T5 T4 T6 T5 T4 T6 T5 T4 

Maximum surface 
temperature *1 

T80 °C T95 °C T130 °C T80 °C T95 °C T130 °C T80 °C T95 °C T130 °C 

 

Type Use *2 Maximum power dissipation [W] 

8264/*114-3 H/V 67 96 180 49 76 153 32 58 128 

8264/*214-3 H 79 113 180 59 91 167 39 70 147 

8264/*214-3 V 82 117 186 61 94 173 40 72 152 

8264/*215-3 H 94 133 212 70 107 197 46 82 173 

8264/*215-3 V 97 138 220 72 111 204 48 85 180 

8264/*224-3 H/V 106 151 241 79 122 223 52 93 197 

8264/*225-3 H/V 124 176 280 92 142 260 61 109 230 

8264/*324-3 H 129 184 292 96 148 271 63 113 239 

8264/*324-3 V 132 188 298 98 151 277 65 116 244 

8264/*325-3 H 162 229 406 120 184 352 78 141 301 

8264/*325-3 V 162 229 405 119 184 351 78 140 300 

8264/*334-3 H/V 149 216 394 108 170 342 70 128 293 

8264/*335-3 H/V 171 249 453 124 196 393 80 147 337 

8264/*934-3 H 203 294 535 147 232 465 95 174 398 

8264/*934-3 V 208 302 550 151 238 477 98 179 409 

8264/*935-3 H 262 367 634 194 296 554 128 227 478 

8264/*935-3 V 246 348 615 181 279 533 119 213 456 

8264/*994-3 H/V 279 404 739 203 319 636 131 240 538 

8264/*995-3 H/V 317 454 833 233 362 713 152 274 603 

8264/*996-3 H/V 384 547 1006 281 437 861 183 332 728 

8264/*997-3 H/V 391 558 1026 286 445 877 186 338 742 

8264/*998-3 H/V 435 621 1141 318 495 976 207 376 825 

8264/*999-3 H/V 482 704 1458 349 553 1180 226 414 966 
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Stainless steel enclosure unpainted – free standing and wall mounted – without cold plate 
 

Max. ambient 
temperature 

+40 °C +50 °C +60 °C 

Temperature class T6 T5 T4 T6 T5 T4 T6 T5 T4 

Maximum surface 
temperature *1 

T80 °C T95 °C T130 °C T80 °C T95 °C T130 °C T80 °C T95 °C T130 °C 

 

Type Use *2 Maximum power dissipation [W] 

8264/*112-2 H/V 55 80 170 34 54 125 19 35 89 

8264/*212-2  H/V 75 120 235 47 81 173 26 52 122 

8264/*213-2  H/V 90 140 280 56 95 207 31 61 146 

8264/*222-2 H/V 115 160 320 71 108 236 39 69 167 

8264/*223-2 H/V 125 190 370 78 129 273 43 82 193 

8264/*322-2 H/V 145 215 400 90 146 295 50 93 208 

8264/*323-2 H/V 160 240 465 99 163 343 55 104 242 

8264/*332-2  H/V 175 260 500 109 176 369 60 113 261 

8264/*333-2 H/V 200 300 565 116 190 417 64 122 294 

8264/*932-2 H/V 260 385 710 162 261 524 89 167 370 

8264/*933-2 H/V 301 447 810 207 355 598 114 227 422 

8264/*992-2 H/V 302 448 818 208 356 604 115 228 426 

8264/*993-2 H/V 347 520 933 248 405 826 137 259 583 

8264/*996-2 H/V 347 520 933 248 405 826 137 259 583 

8264/*997-2 H/V 347 520 933 248 405 826 137 259 583 

8264/*998-2 H/V 347 520 933 248 405 826 137 259 583 

8264/*999-2 H/V 347 520 933 248 405 826 137 259 583 

 
*1:  Values have been determined without a dust layer. 
*2:  H: horizontal use; the longest side wall horizontal, the cover vertical 

V: vertical use; the longest side wall vertical, the cover vertical 
 
 
Stainless steel enclosure unpainted – free standing – with cold plate 
 
Enclosure type 8264/-997-2, with electronics, as UPS systems, mounted on cold plates is suitable for T4. 
The relation of the maximum power dissipation and the maximum ambient temperature is per table below.  
 

Maximum 
ambient 

temperature 
[°C] 

Maximum power dissipation by: 

electronics on each double cold plate 
[W] 

electronics on each single cold plate 
[W] 

30 610 305 

50 596 298 

55 562 281 

60 473 236 

 
For enclosure type 8264/-933-2 and other applications of enclosure type 8264/-997-2 a temperature rise 
test shall be conducted on the end application. The service temperature shall not exceed the limits  
of -20 °C to +100 °C.  
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Thermal data 
 

Enclosures 
Ambient temperature 

range for equipment using 
these Ex Components. 

Service temperature range for the 
Gasket, Cemented window and the 

Cemented cold plate. 

All types for IIB and IIIC  
Including  
- Type 8264/- with window 
except: 
- types 8264/-933-2 and 8264/-997-2 

with cemented cold plates and  
- type 8264/6 with window  

-60 °C to +60 °C -60 °C to +100 °C 

Type 8264/6 with window  
for IIB and IIIC 

-40 °C to +60 °C -40 °C to +100 °C 

All types for IIB + H2 

-20 °C to +60 °C -20 °C to +100 °C Type 8264/-933-2 and 8264/-997-2 
with cemented cold plates (IIB only) 

 


