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• Can be used in Zone 2, 21 and 22
• Explosion-protectedlinearluminairewithtwofluorescentlamps:

18 W, 36 W and 58 W
• Extremelyrobust:ImpactstrengthratingofIK10

 ◤ IECEx / ATEX

Zone 0 1 2 20 21 22

Installation in ● ● ●

 ◤ Selection Table

Size  2
Lampwattage 18W

Drilled holes threaded plate Cableglandsandentries Stoppingplugs Disconnectionofthe
luminaire

Product type Art. no. Weight

3 x M20 2x SS430 stainless steel Can be ordered as 
accessories

Can be ordered as 
accessories

no 6401/ 522- 8508- 15- 232 239555 3.2kg

3 x M25 2x plastic 2 x M25 Ø 7 – 17 mm 2 x M25 x 1.5 no 6401/ 522- 8508- 15- 131 239552 3.2kg

Size  4
Lampwattage 36W

Drilled holes threaded plate Cableglandsandentries Stoppingplugs Disconnectionofthe
luminaire

Product type Art. no. Weight

3 x M20 2x SS430 stainless steel Can be ordered as 
accessories

Can be ordered as 
accessories

no 6401/ 542- 8508- 15- 232 239556 5.5kg

3 x M25 2x plastic 2 x M25 Ø 7 – 17 mm 2 x M25 x 1.5 no 6401/ 542- 8508- 15- 131 239553 5.5kg

Size  6
Lampwattage 58W

Drilled holes threaded plate Cableglandsandentries Stoppingplugs Disconnectionofthe
luminaire

Product type Art. no. Weight

3 x M20 2x SS430 stainless steel Can be ordered as 
accessories

Can be ordered as 
accessories

no 6401/ 562- 8508- 15- 232 239557 7.9kg

3 x M25 2x plastic 2 x M25 Ø 7 – 17 mm 2 x M25 x 1.5 no 6401/ 562- 8508- 15- 131 239554 7.9kg

Cableglandsandentriesandstoppingplugsmadefrommouldedmaterialareincludedloosewiththeproduct(installationrequired).
threaded plate included.

Thelightfittingsaresuppliedwithoutfluorescentlampsormountingmaterial.Thesepartsmustbeorderedasaccessories.

The6401EXLUXluminaireissuitedtonormalindoorandoutdoorlightingapplications.Innotimeatalland
withverylittleeffort,usingtheaccessoriesitcanbefittedtothewall,ceilingorapole,oralternatively,itcan
besuspended.Thepracticalcentrallockisavailablewithanoptionalswitchingelementthatdisconnects
thepowersupplyatallpoleswhentheplasticenclosureisopened.Lightweightyetstrong:Thehigh-quality
workmanshipmakesthisluminairerobustandminimisesmaintenancerequirements.

WebCode 6401A

https://r-stahl.com/en/global/products/materialid/239555
https://r-stahl.com/en/global/products/materialid/239552
https://r-stahl.com/en/global/products/materialid/239556
https://r-stahl.com/en/global/products/materialid/239553
https://r-stahl.com/en/global/products/materialid/239557
https://r-stahl.com/en/global/products/materialid/239554
https://r-stahl.com/en/global/products/downloads/webcode/6401A
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E2E2  ◤ Technical Data

Variant Design size 2 and 4 Design size 6

Explosion Protection
IECExgasexplosionprotection Ex ec iiC t4 gc Ex ec iiC t4 gc
iECEx dust explosion protection Ex tb / tc iiiC t80 °C Db Ex tb / tc iiiC t80 °C Db
ATEXgasexplosionprotection E ii 3 g Ex ec iiC t4 gc E ii 3 g Ex ec iiC t4 gc
AtEX dust explosion protection E ii 2 D Ex tb / tc iiiC t80 °C Db E ii 2 D Ex tb / tc iiiC t80 °C Db
Certificates ATEX(PTB),IECEx(PTB) ATEX(PTB),IECEx(PTB)
Class I(withinnerPEconnection) I(withinnerPEconnection)
Electrical Data
RatedoperationalvoltageAC 220 – 240 V 220 – 240 V
RatedoperationalvoltageDC 220 – 240 V 220 – 240 V
Frequencyrange 50 – 60 Hz 50 – 60 Hz
Ambient Conditions
Ambient temperature -30°C...+50°C(T80°C)Note:ThroughwiringMax.3x16A

(T80°C)
-20°C...+50°C(T80°C)Note:ThroughwiringMax.3x16A
(T80°C)

LightingData
Numberoflamps 2 2
Lamp g13 lamp base g13 lamp base
Mechanical Data
IPdegreeofprotection(IEC60598) iP66/ iP67 iP66
Class I(withinnerPEconnection) I(withinnerPEconnection)
Enclosure material Polyesterresin,Glassfibrereinforced Polyesterresin,Glassfibrereinforced
translucent cover material Polycarbonate Polycarbonate
installed terminal strip PE + n + L1 + L2 + L3 PE + n + L1 + L2 + L3
Max. solid connection terminals 6 mm² 6 mm²
Impactstrength(IEC62262) IK10 IK10
Enclosure colour Lightgrey(RAL7035) Lightgrey(RAL7035)
notes Connectionterminals:Springclampterminal(2freeclampingunitsperpole)
Components
Ballast ELXe ELXe
Throughwiring With 5 conductors 2.5 mm² With 5 conductors 2.5 mm²
Cable entry material Polyamide, black Polyamide, black

Light Distribution Curves – Subject to Alterations
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 ◤ Accessories

Figure Description Art. no. Weight
Breather

Thread:M25x1.5;1pc;forinstallationinlights;inmouldedmaterial;withoutcounternut 138573 10g

Ceilingandwallmountingbracket
mountedonamountingrailforavariablemountingdistance;Material:stainlesssteel;Lampcanbeswiveledinstepsof15°;1pair 222827 1.2kg

Mountingbracket
mountingclampmountedonamountingrailforavariablemountingdistance;1pair 222456 400g

Mountingrail
foravariablemountingdistance;1pair 222826 350g

Pipe clamp
R11/2“;withmountingrailforavariablemountingdistance;material:stainlesssteel;1pair 222459 700g

R11/4“;withmountingrailforavariablemountingdistance;Material:stainlesssteel;1pair 222458 700g

R2“;withmountingrailforavariablemountingdistance;Material:stainlesssteel;1pair 222460 750g

Polemountingsleeve
forthesubsequentmountingonlightssize2andsize4,completelywithassemblyparts(forpipediameter42mm) 227512 3.2kg
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E2E2  ◤ Accessories

Figure Description Art. no. Weight
Ringbolt

M8,directmountingininsertnuts;1pair 115736 115g

Socket key
M8/wrenchsize13; 
toopen/closethecentrallocking

222430 110g

 ◤ Spare Parts

G13lampholderforlightfittingswithT8fluorescentlampsforuseinZone2andforindustrialapplications(x100units) 107275 8g

Figure Description Art. no. Weight
Contact element

8080/ 1- 3-L 2 nC contact element 132527 26g

Cover
forluminairesize4 222428 1.15kg

forluminairesize6 222429 1.45kg

forluminairesize2 222427 639g

Fluorescent lamp
36 W, 3350 lm 108951 200g

58 W, 5200 lm 108950 220g

18 W, 1350 lm 108952 100g

184,5 [7,26]

Size 2

Dimensional Drawings (All Dimensions in mm [inches]) – Subject to Alterations
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