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• Compact, impact- resistant enclosure, also available in versions with 
integrated metal bracket for optimised installation of cable glands

• Customer-specificequippingwithterminals,cableglandsand
miniature fuses

• IP66 degree of protection

 ◤ Selection Table

Product Description  Ex e terminal box
ambient temperature  -40 °C ... +40 °C  (t6) 

-40 °C ... +55 °C  (t5)
ambient temperature  -40°F ... +104°F  (t6) 

-40°F ... +131°F  (t5)

Figure Product type Cable glands terminal terminal rail art. no. Weight

A B

C

D

8118/ 112- 047- 0 2 x 8161/ 7- M20- 1304 
Polyamide cable gland, black 
(Provided separately) 
M20 x 1.5 (4 – 13 mm) 
1 x 8290/ 3- M20 
Polyamide stopping plug 
(Provided separately) 
M20 x 1.5

3 x WaGO 264- 220  
4- conductor, 2.5 mm², grey
1 x WaGO 264- 727/ 999- 950  
4- conductor, 2.5 mm², green- 
yellow

15 x 70 mm (1x) 224642 360 g

A B

C

D

8118/ 122- 504- 0 3 x 8161/ 7- M25- 1707 
Polyamide cable gland, black 
(Provided separately) 
M25 x 1.5 (7 – 17 mm) 
2 x 8290/ 3- M25 
Polyamide stopping plug 
(Provided separately) 
M25 x 1.5

11 x Phoenix ut 4  
2- conductor, 4 mm², grey
2 x Phoenix uSlKG 5  
2- conductor, 4 mm², green- 
yellow

35 x 50 mm (1x) 224644 610 g

A B

C

D

8118/ 132- 542- 0 4 x 8161/ 7- M25- 1707 
Polyamide cable gland, black 
(Provided separately) 
M25 x 1.5 (7 – 17 mm) 
2 x 8290/ 3- M25 
Polyamide stopping plug 
(Provided separately) 
M25 x 1.5

11 x Phoenix ut 4  
2- conductor, 4 mm², grey
2 x Phoenix uSlKG 5  
2- conductor, 4 mm², green- 
yellow

35 x 50 mm (1x) 224646 890 g

 ◤ IECEx / ATEX

Zone 0 1 2 20 21 22

Installation in ● ● ● ●

R.STAHLSeries8118terminalboxesareequipped,inaccordancewithcustomerspecifications,withvarious
seriesterminalsandcableglandsmadefromplasticormetal,ifrequiredalsowithminiaturefuses.Theyare
availablein3designsizesandaremadefromglassfibrereinforcedpolyesterresin.

WebCode 8118B

https://r-stahl.com/en/global/products/materialid/224642
https://r-stahl.com/en/global/products/materialid/224644
https://r-stahl.com/en/global/products/materialid/224646
https://r-stahl.com/en/global/products/downloads/webcode/8118B
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Product Description  Ex e terminal box
ambient temperature  -20 °C ... +40 °C  (t6) 

-20 °C ... +55 °C  (t5)
ambient temperature  -4°F ... +104°F  (t6) 

-4°F ... +131°F  (t5)

Figure Product type Cable glands terminal terminal rail art. no. Weight

A B

C

D

8118/ 122- 199- K0125 1 x 8161/ 7- M25- 1707 
Polyamide cable gland, black 
M25 x 1.5 (7 – 17 mm) 
1 x HSK- K-MZ- ExM25x1.5 
Polyamide cable gland, black 
union nut in aluminum, black 
M25 x 1.5 (13 – 18 mm)

4 x Phoenix ut 4  
2- conductor, 4 mm², grey
1 x Phoenix ut 4- PE  
2- conductor, 4 mm², green- 
yellow

35 x 50 mm (1x) 220336 580 g

Product Description  Ex e terminal box with earth plate
ambient temperature  -50 °C ... +40 °C  (t6) 

-50 °C ... +55 °C  (t5)
ambient temperature  -58°F ... +104°F  (t6) 

-58°F ... +131°F  (t5)

Figure Product type Cable glands terminal terminal rail art. no. Weight

A B

C

D

8118/ 122- 504- 2 1 x 8290/ 3- M25 
Polyamide stopping plug 
(Provided separately) 
M25 x 1.5 
3 x through hole 
 without cable entry 
Ø 25 mm

5 x WaGO 2002- 1301  
3- conductor, 2.5 mm², grey
1 x WaGO 2002- 1307  
3- conductor, 2.5 mm², green- 
yellow

35 x 50 mm (1x) 202995 680 g

A B

C

D

8118/ 132- 542- 2 2 x 8290/ 3- M25 
Polyamide stopping plug 
(Provided separately) 
M25 x 1.5 
4 x through hole 
 without cable entry 
Ø 25 mm

7 x WaGO 2002- 1401  
4- conductor, 2.5 mm², grey
1 x WaGO 2002- 1407  
4- conductor, 2.5 mm², green- 
yellow

35 x 85 mm (1x) 202996 890 g

Product Description  Ex e terminal box with earth plate
ambient temperature  -50 °C ... +55 °C  (t5) 

-50 °C ... +55 °C  (t4)
ambient temperature  -50°F ... +131°F  (t5) 

-50°F ... +131°F  (t4)

Figure Product type Cable glands terminal terminal rail art. no. Weight

A B

C

D

8118/ 122- 331- GB 2 x 8290/ 3- M20 
Polyamide stopping plug 
M20 x 1.5 
2 x through hole 
 without cable entry 
Ø 20 mm

6 x Weidmüller WDu 2.5  
2- conductor, 2.5 mm², beige
2 x Weidmüller WPE 4  
2- conductor, 4 mm², green- 
yellow

35 x 50 mm (1x) 133117 720 g

8118/ 122- 305- GB 2 x 8290/ 3- M25 
Polyamide stopping plug 
M25 x 1.5 
2 x through hole 
 without cable entry 
Ø 25 mm

6 x Weidmüller WDu 2.5  
2- conductor, 2.5 mm², beige
2 x Weidmüller WPE 4  
2- conductor, 4 mm², green- 
yellow

35 x 50 mm (1x) 133123 720 g

https://r-stahl.com/en/global/products/materialid/220336
https://r-stahl.com/en/global/products/materialid/202995
https://r-stahl.com/en/global/products/materialid/202996
https://r-stahl.com/en/global/products/materialid/133117
https://r-stahl.com/en/global/products/materialid/133123
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Product Description  Ex i terminal box
ambient temperature  -40 °C ... +75 °C  (t6)
ambient temperature  -40°F ... +167°F  (t6)

Figure Product type Cable glands terminal terminal rail art. no. Weight

A B

C

D

8118/ 212- 047- 0 2 x 8161/ 8- M20- 1304 
Polyamide cable gland, blue 
(Provided separately) 
M20 x 1.5 (4 – 13 mm) 
1 x 8290/ 3- M20 
Polyamide stopping plug 
(Provided separately) 
M20 x 1.5

3 x WaGO 264- 724  
4- conductor, 2.5 mm², blue
1 x WaGO 264- 220  
4- conductor, 2.5 mm², grey

15 x 70 mm (1x) 224643 360 g

A B

C

D

8118/ 222- 504- 0 3 x 8161/ 8- M25- 1707 
Polyamide cable gland, blue 
(Provided separately) 
M25 x 1.5 (7 – 17 mm) 
2 x 8290/ 3- M25 
Polyamide stopping plug 
(Provided separately) 
M25 x 1.5

9 x Phoenix ut 4 Bu  
2- conductor, 4 mm², blue
2 x Phoenix ut 4  
2- conductor, 4 mm², grey

35 x 50 mm (1x) 224645 610 g

"—" = marking for installation option
Pricesincludeenclosure,equippedwithterminals
Cable glands and stopping plug are included separately

 ◤ Technical Data

Variant Ex e terminal box 
T6

Ex e terminal box with earth 
plate 
T6

Ex e terminal box with earth 
plate 
T5

Ex i terminal box 
T6

Explosion Protection
Scope of validity European union (atEX)

IECEx
IECEx
European union (atEX)

IECEx
European union (atEX)

IECEx
European union (atEX)

IECEx gas explosion protection Ex eb IIC t6 / t5 Gb Ex eb IIC t6 / t5 Gb Ex eb IIC t5 / t4 Gb Ex ia ib IIC t6 Gb
IECEx dust explosion protection Ex tb IIIC t80 °C / t95 °C Db Ex tb IIIC t80 °C / t95 °C Db Ex tb IIIC t95 °C / t130 °C Db Ex tb IIIC t80 °C Db
atEX gas explosion protection E II 2 G Ex eb IIC t6 / t5 Gb E II 2 G Ex eb IIC t6 / t5 Gb E II 2 G Ex eb IIC t5 / t4 Gb E II 2 G Ex ia ib IIC t6 Gb
atEX dust explosion protection E II 2 D Ex tb IIIC t80 °C / 

t95 °C Db
E II 2 D Ex tb IIIC t80 °C / 
t95 °C Db

E II 2 D Ex tb IIIC t95 °C / 
t130 °C Db

E II 2 D Ex tb IIIC t80 °C Db

Certificates atEX (PtB), Brazil (ulB), 
China (nEPSI), IECEx (PtB), 
India (PESO), Korea (Ktl)

atEX (PtB), Brazil (ulB), 
China (nEPSI), IECEx (PtB), 
India (PESO), Korea (Ktl)

atEX (PtB), Brazil (ulB), 
China (nEPSI), IECEx (PtB), 
India (PESO), Korea (Ktl)

atEX (PtB), Brazil (ulB), 
China (nEPSI), IECEx (PtB), 
India (PESO)

notes For product label, see skope of validity.
Mechanical Data
Enclosure material Polyesterresin,Glassfibre

reinforced 
Polyesterresin,Glassfibre
reinforced 

Polyesterresin,Glassfibre
reinforced 

Polyesterresin,Glassfibre
reinforced 

Silicone- free no no no no

Max. number of conductors

https://r-stahl.com/en/global/products/materialid/224643
https://r-stahl.com/en/global/products/materialid/224645
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 ◤ Accessories

Figure Description art. no. Weight
Cable gland made of plastic

8161/ 7- M20- 1304, Ex e 
Plastic, M20 x 1.5, cable outer diameter 4 to 13 mm 
lot size 50 pieces

239156 13 g

8161/ 7- M25- 1707, Ex e 
Plastic, M25 x 1.5, cable outer diameter 7 to 17 mm 
lot size 50 pieces

239157 19 g

8161/ 8- M20- 1304, Ex i 
Plastic, M20 x 1.5, cable outer diameter 4 to 13 mm 
lot size 50 pieces

239164 13 g

Protective conductor terminal
uSlKG 5 (clamping range 4 mm2)
the terminal enables protective conductors to be connected to the DIn rail. Colour green- yellow. 

112760 12 g

Stopping plug
8290/ 3- M20 
Plastic, M20 x 1.5 
lot size 100 pieces

285773 500 g

8290/ 3- M25 
Plastic, M25 x 1.5 
lot size 100 pieces

285774 700 g

Conductor cross-section
Enclosure size 1.5 mm² 2.5 mm² 4 mm² 6 mm² 10 mm²
8118/112, 8118/114 at 3 a: 16 **)

at 6 a: 16 **)

at 10 a: 16 **)

at 16 a: 6 **)

at 3 a: any
at 6 a: 12 **)

at 10 a: 12 **)

at 16 a: 12 **)

at 20 a: 6 **)

at 3 a: any
at 6 a: any
at 10 a: 12 **)

at 16 a: 12 **)

at 20 a: 12 **)

at 25 a: 8 **)

- -

8118/122, 8118/124 at 3 a: 26 **)

at 6 a: 26 **)

at 10 a: 26 **)

at 16 a: 6 **)

at 3 a: any
at 6 a: 26 **)

at 10 a: 26 **)

at 16 a: 14 **)

at 20 a: 6 **)

at 3 a: any
at 6 a: any
at 10 a: 22 **)

at 16 a: 22 **)

at 20 a: 22 **)

at 25 a: 8 **)

at 3 a: any
at 6 a: any
at 10 a: any
at 16 a: 20 **)

at 20 a: 20 **)

at 25 a: 20 **)

at 35 a: 4 **)

-

8118/132, 8118/134 at 3 a: 36 **)

at 6 a: 36 **)

at 10 a: 26 **)

at 16 a: 6 **)

at 3 a: any
at 6 a: 36 **)

at 10 a: 36 **)

at 16 a: 18 **)

at 20 a: 6 **)

at 3 a: any
at 6 a: any
at 10 a: 32 **)

at 16 a: 32 **)

at 20 a: 22 **)

at 25 a: 8 **)

at 3 a: any
at 6 a: any
at 10 a: any
at 16 a: 24 **)

at 20 a: 24 **)

at 25 a: 24 **)

at 35 a: 6 **)

at 3 a: any
at 6 a: any
at 10 a: any
at 16 a: any
at 20 a: 20 **)

at 25 a: 20 **)

at 35 a: 20 **)

at 50 a: 4 **)

note Each inserted conductor and each internal connection conductor counts as a conductor.
Jumpers and protective conductors do not count.

**) When using this values, simultaneity factors or load factors must be taken into
accountaccordingtoIEC61439.Amixedassemblywithelectricalcircuitsofdifferentcross
sectionsandcurrentsispossiblewithproportionalutilisationofthedifferenttablesofvalues.
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Lotsize:Purchaseorderquantityin[pieces],thedeliveryquantityisautomaticallyroundedtothelotsize.

 ◤ Accessories

Figure Description art. no. Weight
terminal block

Phoenix Contact terminal block ut 4 113045 1 g

Phoenix Contact terminal block ut 4- PE 113057 1 g

Brass plate with thread
8118size1,plate37x30mm[1.46x1.18"] 
1 x M20 x 1.5 with M4 PE connection (left) 
for installation in enclosure size 1, size 2 and size 3

168913 -

8118size1,plate37x30mm[1.46x1.18"] 
1 x M20 x 1.5 with M4 PE connection (right) 
for installation in enclosure size 1, size 2 and size 3

168914 -

8118size2,plate56x40mm[2.2x1.57"] 
2 x M20 x 1.5 with M4 PE connection (right) 
for installation in enclosure size 2 and size 3

244072 -

8118size2,plate56x40mm[2.2x1.57"] 
1 x M25 x 1.5 with M4 PE connection (left) 
for installation in enclosure size 2 and size 3

211341 -

8118size3,plate74x40mm[2.91x1.57"] 
2 x M20 x 1.5 with M4 PE connection (centre) 
for installation in enclosure size 2 and size 3

168915 -

8118size3/B,plate74x40mm[2.91x1.57"] 
2 x M20 x 1.5 with M4 PE connection (centre) 
for installation in enclosure size 2 and size 3

244075 -

8118size3,plate74x40mm[2.91x1.57"] 
1 x M20 x 1.5 + 1 x M10 with M4 PE connection (centre) 
for installation in enclosure size 2 and size 3

211342 -

8118size3,plate74x40mm[2.91x1.57"] 
2 x M25 x 1.5 with M4 PE connection (centre) 
for installation in enclosure size 2 and size 3

168916 -

8118size3,plate74x40mm[2.91x1.57"] 
1 x M25 x 1.5 + 1 x M10 with M4 PE connection (centre) 
for installation in enclosure size 2 and size 3

211343 -

8118size4,plate95x46mm[3.74x1.81"] 
2 x M20 x 1.5 with M4 PE connection (centre) 
for installation in enclosure size 3

168917 -

8118size4,plate95x46mm[3.74x1.81"] 
2 x M25 x 1.5 with M4 PE connection (centre) 
for installation in enclosure size 3

168918 -

8118;size5,plate107x46mm[4.21x1.81"] 
2 x M20 x 1.5 + 1 x M10 with M4 PE connection 
for installation in enclosure size 3

211344 -

8118size5,plate107x46mm[4.21x1.81"] 
2 x M25 x 1.5 + 1 x M10 with M4 PE connection (centre) 
for installation in enclosure size 3

211345 -
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L

length l
protrusion length for cable glands, Series 8161
incaseofM20:25…31[0.98...1.22]
incaseofM25:27…33[1.06...1.3]
incaseofM32:32…39[1.26...1.54]
protrusion length for cable glands with strain relief, 
Series HSK- K-MZ
incaseofM25:41[1,61]
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Dimensional Drawings (All Dimensions in mm [inches]) – Subject to Alterations


