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• Simple, front- end parameterisation
• Bit refresh function improves the signal quality
• Adjustable transmission rates between 1.2 kbps and 1.5 Mbps – 

automatic with PrOFIBUS DP
• Non-Exifieldinterface

 ◤ Selection Table

Product Description  Fieldbus isolating repeater ISpac

Field side of interfaces Safe area interfaces Product type Art. No. weight
rS 485 / rS 422 (switchable) rS 232, rS 422, rS 485 9185/ 12- 45- 10s 227600 350 g

 ◤ IECEx / ATEX

Zone 0 1 2 20 21 22

Ex interface ● ● ● ●

Installation in ●

 ◤ NEC® 500

CE Code Appendix J

class I class II class III

Division 1 2 1 2 1 2

Ex interface ● ●

Installation in ●

 ◤ CE Code Section 18

NEC® 505 NEC® 506

class I

Zone 0 1 2 20 21 22

Ex interface ●

Installation in ●

 ◤ Technical Data

explosion Protection
Iecex gas explosion protection ex nA IIc t4 gc
AteX gas explosion protection E II 3 g ex nA IIc t4 gc
Certificates AteX (BVS), canada (FM), china (NePSI), Iecex (BVS), USA (FM)
Ship approval ABS, BVIS, ccS, eU rO Mr (DNV), kr, lr
Declaration of conformity AteX (eUk), china (ccc)
electrical Data
Interfacefieldarealevel eIA rS 485, eIA rS 422
connections Sub-DsocketX3,9-pin(field-sideinterface)
Interface settings Fixed transmission rate or automatic detection > 9.6 kbps

(only for PrOFIBUS DP)
Linelengthinterfacefieldarea Depends on transmission rate and cable
Data transmission indication "rxD3" leD, green
electrical interface data rate 1.2 kbps – 1.5 Mbps
Terminatingresistorinterfacefieldarea to be connected in external plug
Auxiliary Power
Auxiliary power 24 V Ac / Dc
Nominal current 66 mA

TheSeries9185/12fieldbusisolatingrepeaterisusedtotransmitcommunicationsignalsoncethesehave
been galvanically separated. It prevents any compensating currents and protects easily damaged terminal 
equipment from transient coupling, thereby ensuring undisturbed signal transmission for r. StAHl PrOFIB-
US DP, Modbus rtU and ServiceBus. the rS-232 interface allows a Pc to be connected.

My r. StAHl 9185B

https://r-stahl.com/en/global/products/materialid/227600
https://r-stahl.com/en/global/products/downloads/webcode/9185B
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Dimensional Drawings (All Dimensions in mm [inches]) – Subject to Alterations

 ◤ Accessories

Figure Description Art. No. weight
Sub-D plug, rS-485

9-pinforconnectingfieldbusorServiceBustoCPU&powermoduleType9440/15,9185fieldbusisolatingrepeaterand9786/15-
12 media converter. 
the end- of- line resistor is installed and switchable. For non- intrinsically safe rS- 485. 
Ambient temperature: -40 °c to +75 °c

105715 60 g

connection diagram 9185/ 12

ISpac Series 9185, 9192 with screw terminal


